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Features: @ @ @ EI
e 2 ~ 12 circuits available

o Material: UL 94V-2 or UL94V-0 nylon
o Accepts T5150 terminal

02P,04P~12P

Specification:

e Current rating and wire size:

Wire Size| Circuits
AWG 4 ~12
k16 8 A
l 18
# 20
# 22
# 24
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# 26

# 28

e Voltage rating: 600V (R.M.S.) ’7_ _—‘ |_H7__ _H_‘

© Insulation resistance: DC 500V 1000MQY min.
o Dielectric withstanding voltage: 1500V AC/minute
e Ambient temperature range: —40°C ~ 105°C (including temperature rise)
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Dimensional Information ( mm ) —

Circuits | Dim. A[Dim. B|| Circuits | Dim. A|Dim. B @@@@@

2 420 9.6 8 29.40 | 34.8
3 8.40 | 13.8 9 33.60 | 39.0 =
4 12.60 | 18.0 10 | 37.80 | 43.2 XK A JLU IO\ L =
5 16.80 | 22.2 11 | 42.00 | 47.4 RoHS HSM ?: }'R%‘l‘ ;}i HX{H %- F EQ/L\ ‘;]
6 21.00 | 26.4 12 | 46.20 | 51.6 '
S Compliant Hsuan Mao Technology CO., LTD.
APPD. TOLERANCE PART NAME 128 Z
Ordering Information @‘E‘ 1000 # 0.08 ( mm ) v
Part No. Material e SCALE PO MINT FIT 4.2MM MALE HOUSING
H5150-XXPSWOO00R UL94V-2 : 5 A " WHITE COLOR ROHS LOW-LEAD
H5150-XXPSWOO1R UL94V-0 Hedy UNTT W STZE. A4
&& xx = 02 ~ 12 DATE : PART NO.
2012/12/04 [ | oF 1 REV. N H5150-XXPSWOOXR




