' Modular Jack Side Entry H=11.5 W=18.0

Material&Finish

Housing:P.B.T, UL 94V-0, Black

Contact :0.35mm Thickness Phosphor Bronze,
Gold Plated Over Nickel on Contact Area,
Tin plated over Nickel on solder area.
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(PCB TOLERANCE 20.05)
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Position Contacts A B C
T With keyway 4P 4C 11.20 7.62 7.80
6P 2C/4C/6C 13.20 10.16 10.00
p°o°o°° 8P 8C 15.20 11.43 12.00
Order Information 10P 10C 15.20 11.43 12.00
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N:Without Ear| | Number of Positions| | Number of Contacts Gold Plated | ©B:Black Insulator | K:With Keyway L:RoHS + PBT
(4P ,6P,8P,10P) (2€,4C,6C,8C,10C) ©GA:Gold 6u" (8P Only)
GB:Gold 15u"
GC:Gold 30u"
GD:Gold 50u"
" Modular Jack Side Entry H=11.5 W=18.1
Material&Finish

Housing:P.B.T, UL 94V-0, Black
Contact :0.45mm Thickness Phosphor Bronze,
Gold Plated Over Nickel on Contact Area.
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L Position Contacts A B C 8.8
4P 4C 11.00 7.62 7.90 Recommended PCB Layout
NI 6P 2C/4C/6C | 13.20 | 1016 | 9.90 | (FOBTOLERANCE=009)
AlAI 8P 8C 15.30 | 11.43 | 12.00

Order Information
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Number of Positions| | Number of Contacts Gold Plated | ©B:Black Insulator | L:RoHS + PBT
(4P,6P,8P) (2C,4C,6C,8C) ©GA:Gold 6u"
GB:Gold 15u"
GC:Gold 30u"
GD:Gold 50u"
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