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SPECIFICATIONS
Electrical
T T 1T T 1T Current Rating: 5SA AC, DC
Voltage Rating: 250V AC, DC
J JT J S Operating Temp.: -25C ~+85C
| B OB |— [nsulation Resistance: 1000m €2/ min.
— . Dielectric Withstanding Voltage: 1500V AC/ min.
Contact Resistance: 10m €2/ max.
Material
7 70 Material: Nylon66, ULL94V-2
| Dimension mm (in.)
Poles A B
2 | 396 [ 3.45
3 71.92 12.39
4 11.88 16.35
S I 1584 | 2031
< 6 080 | 2427
= | 7 2376|2823
3 ¥ o 32.19
0 | 3168 36.15
10 35.64 40.11
. 11 | 39.60 1407
12 | 43.56 13.03
13 41,52 51.99
mar 14 | 51.48 55.05
15 55.44 59.01
16 59.40) 63.87
17 63,36 | 67.33
8 6732 | 7179
20 | 75,24 79.71
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HSUAN MAO TECHNOLOGY CO., LTD.
TOLERANCE PARTNAME & 4
% B £
Betty SEL% o +05 |3.96mm HOUSING 1XXXP WITH LOCKING
oG w8 g g |ame £ |RIBS WHITE INSULATOR NYLON 66 UL94-V2
" Betty UNIT SIZE. ROHS
TRTEE - mm [PPPT A4 IPART NO.
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